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inLIKO®

Create a full-fledged office or separate 
operation with tuned acoustics in your 
hall. Single-storey, free-standing, raised 
or two-storey prefabricated inhall units. 

Any combination of solid and glazed modules, 
including a wide range of surfaces. 

INHALL UNITS® FOR PRODUCTION HALLS

TECHNICAL SPECIFICATIONS

BASIC INFORMATION:
Use:	 inhall units for production halls
Inhall unit shape:	 free-standing 
	 attached to the wall 
	 corner
Number of storeys:	 ground 
	 two-storey 
	 raised
Supporting structure:	 steel
Walls:	 Omega modular partitions 
	 solid / glazed | fireproof

AIRBORNE SOUND INSULATION Rw:
Glazed module:	 up to 45 dB 
Solid module: 	 up to 50 dB
Door leaf: 	 All-glass | 32 dB 
	 Wooden | 27, 32, 35, 37 dB 
	 Aluminium | 27, 32, 37 dB  
	 GlassDesign | 27, 32, 37 dB

STANDARD PARTITION DIMENSIONS:
Thickness: 	 100 mm
Width: 	 1,200 mm (can be changed as required) 

Height: 	 3,000 mm (max. 8,000 mm)

MATERIAL SOLUTION:
Solid module:	 SDK, farmacell, laminate, veneer, 
	 lacquered MDF
Acoustic insulation:	 thick. 60 mm - 47 dB 
	 VIP - 50 dB  
	 (CW 50 + 4 x SDK 12.5 mm)
Glass module:	 ESG 5 mm, ESG 6 mm, VSG33.1
Glass treatment:	 LIKO-Glass, digital blinds

STANDARD DOOR DIMENSIONS:
Clearance (passage):	 800 × 2,100 mm
Door frame 	 P03:	 940 x 2,155 mm

DOOR:
Door leaf types: 	 Aluminium | GDD | All-glass | Wood
Door frame types: 	 wooden, aluminium
Standard hinges:	 Just 3D, Just 3D Glass, 
	 3D Tectus, 2D Tectus Glass

TYPES OF INHALL UNITS ACCORDING TO THE STOREY

SINGLE STORIED

RAISED

TWO-STORIED



LIKO-S, a. s. | www.liko-partitions.com 
U Splavu 1419 | 684 01 | Slavkov u Brna | CZ

INLIKO®

TECHNICAL SHEET | EN | 01-2021

“Thanks to the prefabricated modules from our 
production, the construction of inhall units is fast and 

does not limit the ongoing operation in any way.” 
Ing. Ladislav Ravas | Technical Director LIKO-S

WALKING FLOOR | TWO-STOREY

carpet or PVC

2x layer of OSB boards

impact insulation

DTD board

trapezoidal sheet metal

steel beam

mineral suspended ceiling

OMEGA 
solid modules | Rw = 50 dB

OMEGA 
glazed modules | Rw = 45 dB

OMEGA F100 
fireproof | EI 30–60

UNWALKING ROOF

DTD board

mineral wool insulation

weave from CW profiles

air gap

mineral suspended ceiling

WALKING ROOF

DTD

trapezoidal sheet metal

steel beam

air gap

mineral suspended ceiling

COMPOSITION OF INHALL UNIT CEILINGS AND FLOORS

OMEGA PARTITION SYSTEM
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inLIKO®

INHALL UNITS FOR 
PRODUCTION HALLS

free-standing surface-mounted “U” corner surface mounted

INHALL UNIT SHAPE

TYPES OF WALL MODULE FILLINGS
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STANDARD INHALL UNIT SOLUTION

SINGLE-STOREY CORNER

TWO-STOREY FREE-STANDING

RAISED



Become one of our fans and be part of the story…

FACEBOOK LINKEDINYOUTUBE

Headquarters:
LIKO-S, a. s. 

U Splavu 1419 
684 01 Slavkov u Brna 

Czech Republic

+420 5 44 22 11 11 | info@liko-s.com

www.liko-partitions.com


